EM SAN

SINCE 2004

VALVES - FITTINGS

REDUKOVANA VSUVKA MM

Pouziti: ve stavbé pro tlakové rozvody vody urcené pro lidskou spotiebu
Material: mosaz CW617N

Pracovni tlak: PN 10

Rozsah pracovnich teplot: 0°C az +110°C (v rozvodech pitné vody a vytapéni)
Provedeni zavita: vnéjsi (M), vnéjsi (M)
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Nazev polozky Kod Velikost ~ calent  Baleni B C sw
malé velké
Vsuvka red. MM MS.245.14-18 1/4" X 1/8" 10 1000 1/8" 1/4" 19 14
Vsuvka red. MM MS.245.38-18 3/8"x1/8" 25 100 1/8" 3/8" 19 17
Vsuvka red. MM MS.245.38-14 3/8" x 1/4" 10 500 1/4" 3/8" 21 17
Vsuvka red. MM MS.245.12-14 1/2" x 1/4" 10 500 1/4" 1/2" 23 21
Vsuvka red. MM MS.245.12-38 1/2" x3/8" 10 600 3/8" 1/2" 23 21
Vsuvka red. MM MS.245.34-38 3/4" x3/8" 10 400 3/8" 3/4" 27 26,5
Vsuvka red. MM MS.245.34-12 3/4" x 1/2" 10 400 1/2" 3/4" 25 27
Vsuvka red. MM MS.245.1-12 1"x1/2" 10 200 1/2" 1" 27,5 33,5
Vsuvka red. MM MS.245.1-34 1" x 3/4" 10 200 3/4" 1" 27,2 33,5
Vsuvka red. MM MS.245.54-12 5/4" x 1/2" 10 200 1/2" 5/4" 35,2 43
Vsuvka red. MM MS.245.54-34.EM 5/4" x 3/4" 10 120 3/4" 5/4" 34,5 42
Vsuvka red. MM MS.245.54-1 5/4" x 1" 10 100 1" 5/4" 32 43
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Baleni Baleni

Nazev polozky Kod Velikost , , A B C SW
malé velké

Vsuvka red. MM MS.245.64-12 6/4" x1/2" 10 100 1/2"  6/4" 36 50,1
Vsuvka red. MM MS.245.64-34 6/4" x 3/4" 10 150 3/4" 6/4" 37 49,8
Vsuvka red. MM MS.245.64-1 6/4" x 1" 10 80 1" 6/4" 35 48,3
Vsuvka red. MM MS.245.64-54 6/4" x 5/4" 10 50 5/4"  6/4" 38 48,5
Vsuvka red. MM MS.245.2-1 2" x 1" 5 40 1" 2" 39 60
Vsuvka red. MM MS.245.2-54 2" x5/4" 5 50 5/4" 2" 42 60
Vsuvka red. MM MS.245.2-64 2" x 6/4" 10 40 6/4" 2" 39 60
Vsuvka red. MM MS.245.2,5-2 2,5"x2" 1 1 2" 2,5" 54,3 84
Vsuvka red. MM MS.245.3-2 3" x 2" 1 1 2" 3" 58,7 96,5
Vsuvka red. MM MS.245.3-2,5 3" x2,5" 1 1 2,5" 3" 33 89,5

®

Vyhrazujeme si pravo na zménu specifikaci a vzhledu produktl bez predchoziho upozornéni. N
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